
Licht im Raum
Ocular Spot 2 Zoom

Oberfläche

niquelado satinado

pulido

Voltage

230 - 240

125 (versión especial de Estados Unidos)

Technical details

País de la Fabricación  Alemania

fabricante Licht im Raum

diseñador Licht im Raum

año 2012

protección IP20

Volumen de suministro LED

entrada de tensión 110 - 240 Volt

material acero Inoxidable

angulo del rayo 30 - 60 grados

Atenuación Regulable en el sitio

LED incluyendo

Temperatura de color en grados Kelvin 2.700 extra blanco cálido

diámetro de la lente 67 mm

El rendimiento del sistema 2 x 4,7 Watt

Flujo total luminoso en lm 1.266

Dimensions H 18 cm | L 22 cm

Descripción

The Licht im Raum Ocular Spot 2 Zoom has two spotlights with traversable
lenses, which can also be zoomed in and out. In this way, the angle of
radiation can be varied as desired between 30 and 60 degrees. With a smaller
value for the beam angle, the light cone becomes narrower; with a larger
value, it becomes wider.

The ceiling and wall spotlamp is made of stainless steel and is available in the
surfaces polished or matt nickel plated.

K-Meral GmbH & Co. KG | Sachsenweg 9 | Hambau / Öko-Zentrum NRW / Halle 4 | 59073 Hamm

Tel.: +49 (0) 2381 - 905 9350 | Fax: +49 (0) 2381 - 905 9310 | info@1001lights.com

www.1001lights.com


