WUNSCH

Technical details

Pais de la Fabricaciéon
fabricante

disefador

proteccion

Volumen de suministro

entrada de tensién
material

ajuste de altura
Atenuacion

Potencia en vatios
LED

Indice de reproduccion
cromatica

El flujo luminoso en Im

Temperatura de color en grados
Kelvin

Color de la pantalla
Altura de pantalla

Dimensiones del soporte de la
lampara

reemplazo de la bombilla:

Alemania
Serien Lighting
Uwe Fischer
1P20

LED

110 - 240 Volt

aluminio, Textil, vidrio, vidrio
borosilicato

altura ajustable

Toque atenuadores de luz en el
palillo

38W

incluyendo

>97

3.500

2.700 extra blanco célido

blanco
34 cm

33cm

en el sitio mismo

Serien Lighting
Jones black

Schirmdurchmesser

e 34cm

e 45cm
Voltage

e 230-240
e 110-125

Descripcién

This Serien Lighting Jones floor lamp can be continuously adjusted in height
and thus used for different lighting. The lamp can be adjusted in height via two
push button dimmers on the lamp rod. When the lamp rod is pushed
upwards, the lamp can be used as a ceiling floodlight, as the light is mainly
emitted to the ceiling. In the middle range of the height adjustment, the light is
emitted diffusely into the room as well as directly downwards and upwards.
When pushed down, most of the light is emitted downwards, ideal for a
reading lamp.

The Jones floor lamp comes with an orange glass insert that can be easily
inserted into the lamp shade if required. This illuminates the white lamp
shade in colour. The lamp can be switched and dimmed via a third push
button dimmer on the lamp rod. The lamp is available with two shade
diameters: 34 cm and 45 cm. For both lamps, the shade is 34 cm high. The
lamp with the smaller shade diameter is height-adjustable from 155 cm to 171
cm, the larger version from 152 cm to 172 cm. A replaceable LED is integrated
as a light source if required.
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