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Technical details

Kraj produkcji  Niemcy

producent Knapstein

projektant Knapstein

ochrona IP20

zakres dostawy LED

napięcie przydatność 230 - 240 Volt

Projekcja w cm 57

tworzywo mosiądz, szkło

ściemnianie
Ściemniacz dotykowy na trzonku lampy i
ściemniacz dotykowy na głowicy lampy

LED Łącznie

Wskaźnik oddawania
barw

>90

Temperatura barwowa w
stopniach Kelvina

2.700 extra biała ciepła

wydajność systemu 1 x 28 Watt + 1 x 8,5 Watt

Całkowity strumień
świetlny w lm

5.215

Dimensions H 183 cm

Opis

The Knapstein ALMA-L emits light upwards as a ceiling floodlight. In addition,
this lamp has a rotating and swivelling reading arm. The lamp head at the end
of the reading arm can be swivelled independently of the arm via a joint.
The Uplight of the ceiling floodlight and the light of the lamp head can be
switched separately and also infinitely dimmed. The push button dimmer for
the ceiling floodlight is located on the light rod. The push button dimmer for
the light head is integrated in the head itself. The floor lamp ALMA-L is
available in the surfaces brass matt, nickel matt and nickel-chrome matt. The
glass of the ceiling floodlight is made of opal, matt white glass. The lamp is
also offered without lamp arm.

K-Meral GmbH & Co. KG | Sachsenweg 9 | Hambau / Öko-Zentrum NRW / Halle 4 | 59073 Hamm

Tel.: +49 (0) 2381 - 905 9350 | Fax: +49 (0) 2381 - 905 9310 | info@1001lights.com

www.1001lights.com


