
Knapstein
KIRA-L

Oberfläche

mosiądz

nikiel

diffuser

tape Chintz

biały Chintz

białe szkło

Technical details

Kraj produkcji  Niemcy

producent Knapstein

projektant Knapstein

ochrona IP20

zakres dostawy LED

napięcie przydatność 230 - 240 Volt

Projekcja w cm 53

tworzywo mosiądz

ściemnianie
Ściemniacz dotykowy na trzonku lampy i
ściemniacz dotykowy na głowicy lampy

LED Łącznie

Wskaźnik oddawania
barw

>90

Temperatura barwowa w
stopniach Kelvina

2.700 extra biała ciepła

Średnica klosza 24 cm

wysokość abażur 33 cm

świeczniku Wymiary ∅ 26 cm

wydajność systemu 1 x 13 Watt + 1 x 20 Watt + 1 x 8,5 Watt

Całkowity strumień
świetlny w lm

5.035

Dimensions H 165 cm

Opis

The Knapstein KIRA-L floor lamp has a rotating and swivelling reading arm. The
lamp head of the reading arm can be swivelled independently of the arm via a
joint. Two LEDs are integrated in the diffuser. One of these LEDs emits its light
upwards as an uplight, the second LED emits its light downwards and through
the diffuser into the room. These two LEDs can be switched and dimmed
separately by push button dimmers on the lamp post. The lamp head of the
reading arm is individually regulated by a push button dimmer in the head.
The floor lamp is available in matt brass and matt nickel.

The diffuser of the KIRA-L has a diameter of 24 cm and a height of 33 cm. It is
offered in the versions glass opal matt white, chintz white and chintz dark
taupe. This floor lamp is operated by three integrated LEDs. In addition to this
LED floor lamp, the series also includes lamps with conventional halogen
sockets or without reading arm.
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